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,----------- ALT R230 RESIN BEAD TYPICAL@ ALL 

MEMBRANE TERMINATION POINTS. 

,----------- METAL DRIP EDGE-ABRADE & CLEAN 

FLANGE W/ ALT MEMBRANE ACTIVATOR 

& SET IN BED OF ALT R290 PASTE. 

,----------- CONTINUOUS CLEAT, FASTENED 

6" O.C. (MAX.) 

,----------- ALT R230 MEMBRANE FLASHING-EXTEND 

4" (10 cm) MIN. ONTO METAL FLANGE & 

ONTO PREPARED & PRIMED SUBSTRATE. 

,----------- FASTENERS 4" O.C., STAGGERED 1". 

,----------- METAL FLANGE W/ 1/4" HEM 

,---------- TURN ALT R230 FLASHING MEMBRANE 

DOWN FACE OF WALL. 

WOOD, MASONRY OR CONG. PARAPET 

IN SOUND STRUCTURAL CONDITION 

PREPARE, LEVEL & PATCH SUBSTRATE 

W/ALT R290 PASTE OR RS242 MORTAR 

AFTER PRIMING & PRIOR TO APPLICATION 

OF ALT R230 MEMBRANE (TYP.) 

(1) PLY ALT R230 MEMBRANE FLASHING 

EXTEND 4" MIN. HORIZONTALLY ONTO 

PREPARED & PRIMED SUBSTRATE.

ALT R230 RESIN BEAD TYPICAL @ ALL 

MEMBRANE TERMINATION POINTS. 

ASSURE FULL RESIN SATURATION OF 

FLEECE & CONTACT W/SUBSTRATE. 

ALT R230 FIELD MEMBRANE 

/ 

4"(10cm) 

(MIN.) 

TYPICAL PARAPET WALL FLASHING 
(INTEGRATED METAL DRIP EDGE) 
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