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REVISION 

------- CONTINUOUS BEAD OF COMPRESSION 
SEALANT OR COMPRESSION GASKET 
AROUND TOP OF CURB (BY OTHERS) 

_ __J_----- COMPRESSION SEALANT BEHIND ALL 

4" (10 cm) 
(MIN.) 

FASTENING POINTS (TYP.) 

CORROSION RESISTANT THREADED FASTENER 
& NEOPRENE GASKETED METAL WASHER 
MINIMUM 4-PLACES AROUND CURB (TYP.) 

EQUIPMENT COUNTER FLASHING 
(BY OTHERS) 

PREPARE, LEVEL & PATCH SUBSTRATE 
W/ALT R290 PASTE OR RS242 MORTAR 
AFTER PRIMING & PRIOR TO APPLICATION 
OF ALT R230 MEMBRANE (TYP.) 

(1) PLY ALT R230 THIXO MEMBRANE FLASHING
EXTEND 4" MIN. HORIZONTALLY ONTO
PREPARED & PRIMED SUBSTRATE.

ALT R230 RESIN BEAD TYPICAL @ ALL 
MEMBRANE TERMINATION POINTS. 

ASSURE FULL RESIN SATURATION OF 
FLEECE & CONTACT W/SUBSTRATE. 

ALT R230 MEMBRANE FIELD 
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